








YMC-BioPro

Application - Nucleotides -*
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b) 0.5-1.0 M NaCl (0-50 min)

Slope 0.01 M/min
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Column:

YMC-BioPro QA-F, 5 um, 100 x 4.6 mm i.d.

20 30 min

Eluent: A) 20 mM Tris HCI (pH 8.1) containing 0.5M NaCl
B) 20 mM Tris HCI (pH 8.1) containing 1.0M NaCl

Elution of DNA fragments is optimised
on 100 mm columns. The sensitivity
is improved by reducing the gradient
to half. In addition, the analysis time
can be shortened by increasing the

I p o buffer concentration, while maintai-
Temperature: 25 °C ning excellent resolution.
Detection: UV at 260 nm
Injection: 20 pl
Sample: 1 Kb DNA Ladder (0.25 mg/ml)
Ordering information for YMC-BioPro Series, 5 pm
Column
dimension YMC-BioPro QA YMC-BioPro SP YMC-BioPro QA-F YMC-BioPro SP-F
(mm)
30x4.6 — QF00S050346WP SF00S050346WP
50 x 4.6 QAA0S050546WP SPA0S050546WP — —
100 x 4.6 — QF00S051046WP SF00S051046WP

Olther dimensions on demand

Preparative grade YMC-BioPro also available as bulk media!

Your local distributor:

¥YMCL Co., Ltd.

YMC Karasuma-Gojo Bld. 284 Daigo-cho,
Karasuma Nisiiru Gojo-dori Shimogyo-ku,
Kyoto 600-8106 Japan

TEL. +81(0)75-342-4515, FAX +81(0)75-342-4550
WWW.ymc.co.jp

¥ML America, Inc.

941 Marcon Boulevard Suite 301

Allentown, PA18109 USA

TEL. +1-610-266-8650, FAX +1-610-266-8652
www.ymcamerica.com

YML Europe GmbH

Schéttmannshof 19

D-46539 Dinslaken

Germany

TEL. +49(0)2064/427-0, FAX +49(0)2064/427-222
www.ymc.de

* Application data by courtesy YMC Co., Ltd.



